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LANO ERGO PE 10 
 

SHOCK PAD FOR ARTIFICIAL TURF SPORTS APPLICATION 
 

Characteristics 
 

LANO ERGO PE is an elastic layer in closed cell polyethylene foam for artificial turf sports systems, as well as other applications, 
providing shock absorption in combination with excellent elasticity and stability. 
The material is 100% recyclable and provides excellent dimensional stability, allowing for a carefree installation. 
 
Optionally the product can be equipped with specific slits to realize extensive horizontal drainage capacity. 

 
Use 
 

LANO ERGO PE can be used for soccer fields, hockey, baseball and rugby on top of a designated sub base. The product is in line with 
all current requirements set by international sports federations and standards. 

 
Installation 
 

· Prior to any installation the sub base has to be checked on all specified requirements (surface regularity, evenness, slope, …) 
· The surface has to be clean of all debris 
· Put the rolls in perfect adhesion and tape together before installation of the top layer 

 
Technical Characteristics 
 

Thickness    10mm 
Length    as per request / layout plan 
Width    2,00m 
Weight    0,5kg/m² 
Shock Absorption   38% (tested according EN14808 on material without artificial turf system) 
Compression set 25%/0,5h  10% 
Water permeability  >4000mm/h 
Water absorption   <0,5% (volume %) / closed cell foam material not taking on any water 
Tensile strength (MD & CD)  >0,4MPa 
Temperature Resistance  -40°C to + 80°C 
Toxicology   in accordance with DIN18035-7:2002-06, NF P90-112 

 
Packaging 
 

Approximate roll dimensions of e.g. a 140m² roll (70x2m) 
- width  200cm 
- diameter  100cm 
- weight  72kg 

 
Conservation 
 

It is not advisable to leave the rolls exposed to UV- or sunlight unprotected for any period longer than 20 days 
 
 
 
 
Above data refer to average values based on measurements made on actual productions; we reserve the right to update/modify the performance 
without prior notice, following the development of our technology, knowledge or experience. The user shall always verify the fitness of the product 
for its specific application or purpose. 


