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1. Technical specifications 
Issued by: Graboplast Floor Covering Manufacturers Ltd. 

Purpose: Technical data of the multilayered wooden parquet sheets according to MSZ EN 13489 

 

2. Application 
Application area: floorcovering for indoor application of dry places 

Wood species - lamella: Oak, Beech, Ash, Cherry, Merbau, Wenge 

Surface treatment: lacquered (glossy, matt, white, coloured, antique), oiled (colourless, white) 

For information on handling of the product (storing, installation, maintenance) see www.graboplast.com. 

 

3. Technical parameters of the product 
Parameters Specification Tolerance Method 

Appearance, labelling 
Ο, Δ, □ - MSZ EN 13489 

Thickness (mm) 13,5 ± 0,1 MSZ EN 13647 

Walking layer thickness (mm) 3,7 ± 0,1 MSZ EN 13647 

Width (mm) 190 ± 0,2 MSZ EN 13647 

Length (mm) 2250 ± 1 MSZ EN 13647 

Volatile content (%) 7 ± 2 MSZ EN 13183-1 

 

4. Informative data 
Parameters Specification Tolerance Method 

Weight (kg/m
2
) 8 - - 

Formaldehyde content (mg HCHO/m
2
h) E1 min. MSZ EN 717-2 

Thermal conductivity λi [W/mK] 0,12 - MSZ EN 12524 

Shear strenght of adhesive bonding  (N/mm
2
) 1 min. MSZ EN 314-2 

Chemical resistance  
 - lacquered no change - 

MSZ EN 13442 
 - oiled - - 

Burning class DflS1 - EN 14342 

 

 

5. Additional information concerning the surface 
Parameter Specification Tolerance Method 

Abrasion resistance  

(revs.) 

  - lacquered 120 - 
MSZ ENV 13696 

 - oiled - - 
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